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fresh air by design

A quick and easy to fit system of flexible ductinghat can result in up to 70% time savings
during the on-site installation process, comparedotrigid or spiral duct methods.

This innovative system uses low resistance, smooth
bore tubing to individually connect each room te th
heat recovery unit via an Air Distribution Box.

By directly connecting each inlet/outlet there ésaz
leakage, so no loss of valuable regained warm air.
Also the bore of the duct is coated with anti-stati
coating ensuring hygienic conditions and easy ¢art!
simply by purging with a high pressure vacuum
cleaner.

By direct connection to the air distribution boxse
transmission is greatly reduced compared to flat du
systems with numerous branches and tee joints.
Requiring limited space Airflex Pro can be fitted i
narrow joists or run in concrete screeds for a
permanent installation that will never degrade.

Available in two bore sizes (63mm dia and 75mm dia)

with a choice of air distribution boxes and terntioa
ceiling adapters.

To connect up to 5 flexible ducts
FRS-R 75. As the box is noise-
absorbing it is also suitable as
silencer element. The connecting
plate with the pipe spigots is not
interchangeable with the inspection
door and can therefore not be
shifted by 90. 2 caps delivered as
standard.

To connect up to 10 flexible ducts
FRS-R 75. As the box is noise-
absorbing it is also suitable as
silencer element. Theonnecting
plate with the pipe spigots is inter-
changeable with the inspection
door and can be shifted by 90
Therefore the box can be used for
vertical and horizontal positioning.

Save up to 70% on installation
time

Flexible, toughened durable for
on-site

Smooth bore for hygiene and easy|
cleaning

Low resistance compared to spiral
ducting

Very low noise transmission
between rooms

High efficient, connects each
room individually

Compact, suits narrow joists and
or screened floors

Constant air distribution
throughout

To connect up to 10 flexible ducts

FRS-R 63. As the box is noise-
absorbing it is also suitable as
silencer element. Choice of
manifold position, the cover of the
access opening. Therefore the
distribution box can be used for

vertical and horizontal positioning.

To connect up to 18 flexible

ducts FRS-R 63. As the box is
noise-absorbing it is also suitable as
silencer element.Choice of manifold
position, the cover of the access opening.
Therefore the distribution box can be used

for vertical and horizontal positioning.




Distribution Box 15-75

To connect up to 15 flexible
ductsFRS-R 75. As the box is
noise-absorbing it is also
suitable assilencer element.
The connecting plate with the
pipe spigots is inter-

changeable with the inspection
door and can be shifted by

90 .Therefore the box can be
used for vertical and

horizontal positioning

Adapting elbow 90

Adapting elbow 900 as
adaptor from 1 x 75 mm
to 2 flexible ducts nom.
dia. 63mm

Ceiling outlet

Ceiling outlet incl. cover to
] avoid soil in the system during
elf 2 con-struction work. For intake
B \BJ and extract valves nom. dia. 125

Grille with elbow box

Grille with elbow box
Elbow box Grille white
(FK-WA200 W) 250 x 113 mm

Grille with box

Outlet box Grille

white (FK-WA 200
W) 250 x 113 mm

Elbow 90

Elbow 90 0 for
bend radius

“"ﬁ <2 x duct outer diameter.

165

Adaptor from flexible
duct system nom. dia.
75mm to flat duct system
100 x 50 mm

Connection sleeve/Cap

Cap (set = 10 pcs)

Seal ring

Seal Ring (Set = 10 pcs)
D

vertical and horizontal positioning

300

ngﬂ

Floor outlet for
grilles nom.

dia 160 and 1
floor grille

made of stainless
steel with
adjustable air
flow

Low resistance pipe

Smooth bore,
flexible pipe with
hygienic anti-
static coating for
individual room
connection.
75mm OD/63mm
ID, 50m coil.



