Key Features

|

Type: Mechanical ventilation
with heat recovery
Application: Wholehouse system

3 speed wireless &
hard-wired options

Control options:

Exceeds the Building
Regulations Part L, fully

Legislation:

complies with System
4 of Part F as well as
the improved standards
as set in the Energy
Saving Trust
“Demonstrating
Compliance — Best
Practice (2006 edition)
SAP Q Eligible

150mm duct inside
180mm duct outside

Spigot diameter:

Cce

continuous flow of fresh air into the property the
internal atmosphere will become stale and full of
contaminants which, if not removed, will cause
countless problems with condensation, mould
growth and aggravated health problems for the
occupants.

To overcome these issues the Appendix Q eligible
HRU ECO 4 MVHR unit is a wholehouse
ventilation system that allows a constant supply
of fresh air to enter the dwelling, ensures all
contaminants are extracted from the inhabitable
rooms directly outside whilst also keeping
temperatures at a constant with its heat
recovery ability.

protection device that adjusts the fan speed
and combines fresh incoming air with the
warmer air surrounding the unit to prevent
the system from freezing.

Fitted with quiet, energy saving DC (direct
current) motors, the HRU ECO 4 is able to
fuction at a much lower consumption level
than those fitted with standard AC
(alternating current) motors. This combined
with a heat recovery efficiency of up to 90%
when tested on a kitchen plus 7 additional
wet rooms, the HRU ECO 4 is the ideal choice
to comply with tightening legislation.

Select the right product for your application

(house) RF (house)  (apart) RF (apart)
Ref No. 105-0058 105-0060 105-0059 105-0061
Max house Volume (m3) variable variable variable variable
Summer bypass yes yes yes yes
DC motor yes yes yes yes
Efficiency (%) 91 91 91 91
Speeds selected during installation 3 3 3 3
Typical performance (m3h) high 325 (@150Pa) 325 (@150Pa) 325 (@150Pa) 325 (@150Pa)
Medium 230 (@100Pa) 230 (@100Pa) 230 (@100Pa) 230 (@100Pa)
Low 190 (@100Pa) 190 (@100Pa) 190 (@100Pa) 190 (@100Pa)
Max static pressure (Pa) 300 300 300 300
Max sound pressure (db(A)@3m) high 61.5 61.5 61.5 61.5
Power (W) high 176 176 176 176
Low 8 8 8 8
Wall mounting yes yes yes yes
Roof space fitment yes yes yes yes
Spigot diameter (mm) 150mm inside  150mm inside  150mm inside  150mm inside
Colour blue/white blue/white blue/white blue/white
Weight (kg) 25 25 25 25
Guarantee (years, UK) 2 2 2 2







